
Crisp Sconce
Sconces
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D E S C R I P T I O N

Crisp’s simple, iconic design is suitable for both wall and ceiling

installation, indoors and outdoors. The solid glass shade, offered in

a range of finishes, is distinguished by its scored surface, adding a

subtle textural detail to the environment.

M AT E R I A L S

Cast solid glass, aluminum

P E R F O R M A N C E  

Standard Output Power Consumption 7.5W

High-Output Power Consumption 17.1W

90 CRI

Full detail in photometry summary

C E R T I F I C AT I O N

ADA Compliant

UL Listed

UL Listed to Canadian safety standards.

Suitable for Wet Locations

Suitable for Damp Locations

IP20

IP65

Declare (LBC Red List Approved)

L E D  L I F E S PA N

50k hours

S P E C I F I CAT I O N  LO G I C

G L A S S  F I N I S H

B A C K P L AT E  F I N I S H

C O L O R  T E M P E R AT U R E

D I M M I N G  /  C O N T R O L  /  I N P U T

White Interior S10

Chrome Exterior S11

Frosted S12

Copper Exterior S13

Natural Anodized AA01

Black Anodized AA04

2700K (warm white) 27

3000K (soft white) 30

3500K (neutral white) 35

10% Dimming, TRIAC / Forward Phase Control, 120V Input 10_TRIAC_120V

1% Dimming, TRIAC / Forward Phase Control, 120V Input (Driver External) 1_TRIAC_120V

1% Dimming, 0-10V Control, 120V or 277V "Universal Input" (Driver External) 1_10V_UNV

0.1% Dimming, 0-10V Control, 120V or 277V "Universal Input" (Driver External) 0.1_10V_UNV

Low Voltage (Driver required, driver not included) LV

High-Output, 1% Dimming, TRIAC / Forward Phase Control, 120V Input (Driver External) HO_1_TRIAC_120V

High Output, 1% Dimming, 0-10V Control, 120V or 277V "Universal Input" (Driver External) HO_1_10V_UNV

High Output, 0.1% Dimming, 0-10V Control, 120V or 277V "Universal Input" (Driver External) HO_0.1_10V_UNV
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C O L L E C T I O N  N O T E S

Luminaire lumens listed are for AC input TRIAC control. DC input

performance please see photometry downloads. Each form of

cast glass is unique. As part of the casting process, there may be

small air bubbles within the glass.

P R O D U C T  D I M E N S I O N S

5 in dia x 3.3 in D

P R O D U C T  W E I G H T

3.5 lbs / 2 kg

I P  R AT I N G

IP 20 IP20

IP 65 IP65

D R AW I N G S

CR-WS Crisp Sconce Dimension
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